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The curb and gutter section from Station 192+33 to Station 208+60 will have a proposed closed 

stormwater system that will collect and convey the runoff the existing outfall located across from the 

Blue Dolphin Beachwalk. All proposed stormwater pipes will be High Density Poly Ethylene (HDPE) to 

ensure longevity of the proposed drainage infrastructure. The side drains connecting the roadside 

swales will be Elliptical Reinforced Concrete Pipes (ERCP) in order to meet required cover and keep the 

swale elevations above the Seasonal High Water Table (SHWT). 

With the proposed improvements along Santa Rosa Blvd, there are approximately 13.97 acres of 

pervious area and 16.19 acres of impervious areas within the Right-of-Way. Resulting in a net reduction 

of impervious area of 2.3 acres. 

PERMITTING 

Halff met with the Northwest Florida Water Management District (NWFWMD) for a Pre-Application 

meeting on May 22, 2024 to seek guidance on the requirements for an Environmental Resource Permit 

(ERP) for this project. The NWFWMD determined that due to the size, location, and scope of the project 

area that this project qualifies for an Individual ERP. Since this project does provide a net reduction in 

impervious surfaces as well as providing benefits to water quality and water quantity within water 

resources in the area, the NWFWMD is not requiring the standard stormwater design criteria under an 

Individual ERP. The calculations and documentation required to meet the permitting requirements will 

be performed for the next submittal. See attached correspondence with the NWFWMD for required 

permitting criteria.  

CONCLUSION 

The proposed drainage design will utilize roadside swales along the north side of Santa Rosa Blvd to 

provide treatment for stormwater runoff that was not being formally treated in the existing condition. 

The roadside swales are hydraulically connected by side drains running through side streets and 

driveways and have ditch bottom inlets located near the outfall locations. The grate elevations of the 

ditch bottom inlets are raised above the swale bottom to provide the required treatment volume. A 

closed drainage system is proposed on the eastern portion of the project where there is curb and gutter.  


